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6.7

Residential Guidelines

As described in the Community Vision, the primary objective for the residential
neighborhoods is to create an attractive, pedestrian friendly, village environment
with the charm and character of many older California communities. The guidelines
and exhibits below provide the methods to accomplish these objectives.

Residential - Site Planning and Landscape Guidelines
1. In order to create an attractive street scene, provide “front forward”
architecture. This includes locating first floor living areas in front of the
garage and turning the garage at a right angle (side-on garages) to the
street. Vary building setbacks between the sidewalk and building face in
the range of five to ten feet (5’-10’) between adjacent homes, so no two
homes are aligned evenly across a street.
2. Provide a minimum of 30% side-on garages of homes along any one street.
Include a window on the face of the garage consistent with other windows
on the front elevation of the home.
3. Enhance all four sides of the home, also referred to as 360 degree architecture. Include front porches, balconies, pitched roofs and other architectural
features that enliven and activate the street for pedestrians.

Attached Homes
4. Create a pedestrian scaled setting along streets by orienting living areas to
face streets and open spaces with garages located behind homes in alley
ways or motor courts. This also provides “eyes on the street” that adds to
the community security.
5. Whenever possible, interior buildings should be configured around courtyards, gathering areas and open spaces. Amenities should be provided
appropriate to the different age groups.
6. Provide a layering of landscape materials with trees, large and small shrubs
and ground covers to enhance each home and the community as a whole.
7. Energy efficiency and energy conservation should be considered in siting
of buildings.

Residential – Architecture Guidelines
The residential guidelines are intended to promote diversity within the context of
an Early California character. Diversity of styles has several advantages including
1) adds architectural richness and interest and 2) providing flexibility to home
builders as they will have many architectural options to choose from and will not
be constrained by any one particular style.
The examples provided and the guidelines below shall be used as the design criteria
for all residential architecture.
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Architectural Styles
A variety of architectural styles are included in Figures 6-20 through 6-23 that
complement the Early California theme including Monterey, Craftsman, Spanish
Eclectic and Cottage Styles.
Other Early California styles not described in the following Design Guidelines are
permitted providing they are true to their origins and incorporate design features
of the period. If a style is requested that is not included in these guidelines, the
applicant shall provide exhibits that include the same information as occurs within
the architectural style Figures in this CHCCSP. The exhibits shall include color
photographs of representative homes / buildings that incorporate the style, along
with a summary of the appropriate building and roof form, colors, and details for
review and approval of the Development Services Director or his / her designee.
Modern or High tech or similar styles not consistent with an Early California
heritage shall be avoided. However, for live work homes in Planning Areas 16 and
24, a more contemporary architectural character may be considered, subject to
approval of the Planning Commission.

Architectural Standards
The following summarizes the major design principles that shall be incorporated
into each floor plan and all building elevations. Refer to Figures 6-24 to 6-34 for
additional principles and guidelines.
Massing and Scale: The articulation of building facades and variation in rooflines
increases the attractiveness in residential architecture. The location of certain building elements also improves massing and scale. On single-family homes, placing
one-story elements on two-story houses at street corners effectively steps down the
scale and massing, providing a more pedestrian friendly street scene. Therefore,
on corner lot conditions for the single-family homes, architects are encouraged to
provide single story elements such as entry canopies, trellises, porches, or other
single story architectural enhancements.
Building Materials and Colors: Both play an important role enhancing each
neighborhood and the community in general. While earth tones are preferred
to complement the early California theme, a variety of color palettes are recommended in order to avoid a monotonous or continuous appearance of buildings.
Contrasting of a dark trim against a light house color is one example. Examples
of preferred color palettes that blend with the community theme are provided in
the photographs in Figures 6-20 to 6-34 that follow. Bright orange, pink or other
intense colors shall be avoided.
Window Details: Window details differentiate architectural styles and provide a
high level of architectural enrichment. The selection and proportion of the windows to the facade should be responsive to the architectural style of the building.
Size and shape should be considered to assure a balanced relationship with the
surrounding roof and walls. Accent shutters are ways to further enhance the
architecture and should be in keeping with the scale of the windows. In general,
windows should enhance rather than dominate the overall architectural character.
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Porches and Balconies: Another way to add to the architectural interest and functionality of a building is to incorporate porches and balconies. They help add depth
to a building facade and break up large wall masses. Front porches and balconies
also provide a pedestrian friendly scale and opportunity for social interaction.
The design of the porch or balcony shall be consistent with the architectural style.
Columns and Posts: Whether serving as structural or aesthetic elements, columns
and posts can reinforce the theme and character of a particular architectural design.
The size and scale of columns and posts will vary depending upon the architectural style and should convey a solid, durable image. They may be freestanding
or used as a support.
The Articulation of Rear and Side Building Facades: Where homes are visible
from streets or alleys, enhancement of rear and side elevations facing the public
domain (e.g. public roads, parks, habitat areas) are an important consideration
to ensure a quality community. Therefore, the architectural treatments for these
conditions shall incorporate architectural enhancements such as enhanced window
treatments, moldings, balconies and other appropriate details.
Floor Plans and Elevations: For planning areas that include single-family detached
homes, a range of floor plans and elevations shall be provided. A minimum of
three (3) different floor plans is required for each planning area with a minimum
of three (3) elevations required for all detached homes. Matching elevations should
not be repeated adjacent to one another or opposite one another. For attached
homes, a minimum of three (3) distinct architectural elevations are required for
duplexes and triplexes. A minimum of two (2) elevations are required for fourplex
or greater buildings unless approved by the Development Services Director or his
/ her designee due to unique design conditions.
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Cottage is a picturesque style based on medieval Tudor and
Norman domestic architecture. The cottage style became
popular nationwide when stone and brick veneer techniques
became practical.
Form: Rectangular form massing, often asymmetrical.
Roof: Main roof hip or gable with intersecting gable roofs:
Colors: Typically white, light tinted colors or light earthtones.
Details: Entry accents with stone or faux stone, shutters,
smooth stucco wall finish.

WEST VALLEY SPECIFIC PLAN AMENDMENT
Figure 6-20
FIGURE 6-20

COTTAGE STYLE ARCHITECTURE GUIDELINES
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Craftsman Style Architecture
Craftsman Style Architecture

Inspired by the English Arts and Crafts Movement of the
late 19th century, the Craftsman Style was focused on artful
Inspired by the English Arts and Crafts Movement of the
details and generous use of wood and stone and brick.
late 19th century, the Craftsman Style was focused on artful
details and generous use of wood and stone and brick.
Form: Rectangular form massing, often asymmetrical.
Roof: Simple 2 story massing with vertical and horizontal
Form: Rectangular form massing, often asymmetrical.
breaks.
Roof: Simple 2 story massing with vertical and horizontal
Colors: Field are light to dark earth tones, trim is light to
breaks.
dark earth tones contrasting with field areas.
Colors: Field are light to dark earth tones, trim is light to
Details: Entry porches with square columns or posts on
dark earth tones contrasting with field areas.
stone or brick piers. Shaped wood header trim at windows
Details: Entry porches with square columns or posts on
and doors. Wood and / or stucco siding.
stone or brick piers. Shaped wood header trim at windows
and doors. Wood and / or stucco siding.

WEST VALLEY SPECIFIC PLAN AMENDMENT
FIGURE 6-21
WEST VALLEY SPECIFIC PLAN AMENDMENT
FIGURE6-21
6-21
Figure

CRAFTSMAN STYLE ARCHITECTURE GUIDELINES
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Spanish Eclectic Style Architecture
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A blend of Mission and Spanish revival periods, the Spanish
Eclectic style is characterized by low pitched hip or gabled
roofs, usually with little or no overhangs, and red tile roofs
with light colored stucco walls, typically white. The design
elements are often asymmetrical and include arches, balconies, patio’s, and wood, wrought iron or stone decorative
elements.
Form: Strong and simple massing, often asymmetrical.
Roof: Low pitched, hip or gable.
Windows: Combination of arched and rectangular, some with
shutters.
Colors: Typically white stucco façade with red tile roofs.
Details: Wood and wrought iron/grills and pot shelves,
use of decorative patterned tiles

WEST VALLEY SPECIFIC PLAN AMENDMENT
FIGURE 6-19

Figure 6-22
SPANISH ECLECTIC STYLE ARCHITECTURE GUIDELINES
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Monterey Style Architecture

The Monterey style is characterized by simple forms with
extensive use of second story balconies, wood shutters and
exposed wood rafter tails.
Form: Simple forms with use of second story balconies.
Primarily stucco surfaces.
Roof: Low pitch, generally gabled, many with exposed rafter
tails.
Windows: Generally unadorned, paired and recessed,
usually vertical. Shutters with deep rich colors are common.
Colors: Contrasting shades of white, light and darker tans.
Details: Cast iron railings, wood accents.
WEST VALLEY SPECIFIC PLAN AMENDMENT
FIGURE 6-18

Figure 6-23
MONTEREY STYLE ARCHITECTURE GUIDELINES
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The
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including dormers to add interest, the variation in the ground floor building
planes, provision of a covered porch, and complementary building colors.

The massing and proportion between first and second story elements, variation
of building planes and roof lines, and window detailing with shutters, provides
an excellent example of a two story home with a three car garage.
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provides an excellent example of a two story home with a three car garage.

Figure 6-24
ARCHITECTURE GUIDELINES RES-M
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The massing of this two-story home is well articulated in roof details,
windows and trim. The earth tone color palette and contrasting trim colors
enhanceshome
its overall appeal.
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Figure 6-25
ARCHITECTURE GUIDELINES RES-M
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Figure 6-26
ARCHITECTURE GUIDELINES RES-M
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Window details are an important feature in any quality
home design. As shown below, they should complement
the architectural theme and take into consideration the
function and hierarchy within the composition of the
building’s elevation.

Figure 6-27
WINDOW GUIDELINES - RESIDENTIAL
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Porches and balconies add to both of the
functionality and beauty of a house and provide a
sense of enclosure and protection from the climate.

Figure 6-28
PORCHES AND BALCONIES GUIDELINES - RESIDENTIAL
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Columns and posts can be functional, create interest.
And reinforce the style of a home. As seen below,
scale and size can vary and by doing so differentiate
the appearance of each home.

Figure 6-29
COLUMNS AND POSTS GUIDELINES - RESIDENTIAL
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GUIDELINES

1

2

These examples illustrate quality, form,
color and roof variation for a Motor
Court Home oriented to a local street.
All homes along A Street shall have an
entry door from the street side.
Homes without a front entry from the
Motor Court that face a local street
shall be enhanced along the entire
elevation.

WEST VALLEY
SPECIFIC PLAN
AMENDMENT
City of Colton, CA
EXHIBIT NAME

1

Res - Medium
(Res - M)
Motor Court Homes

NOTES
1. Refer to Section 4.0 Development Regulations
and Section 6.0 Community Design Guidelines
for additional requirements.

2

1

CREDITS
Applicant:

City of Colton

2
1

LOCATION EXHIBIT

Prepared By:

JHA Consulting, Inc.

FIGURE 4-1E

Figure 6-30
MOTORCOURT GUIDELINES RES-M1
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1
2
3
4

1

Example of well articulated elevation with
balcony.
10’ minimum setback from sidewalk for
2-story building shown.
8‘ minimum porch setback from sidewalk.
Parkway is 6’ wide with 4’ sidewalk as
required.

2

3

1

4
LOCATION EXHIBIT

Figure 6-31
TOWNHOUSE GUILDELINES RES-M1
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Figure 6-32
GARDEN COURT GUIDELINES RES-M1
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GUIDELINES

1

1

1

1

1

Balconies, awnings, contrasting colors
create an attractive street scene.

2

Courtyards vary from a minimum of 10’
between GUIDELINES
1-story buildings.

31

A
6’ parkway,
4’ sidewalk
and 9 colors
feet
Balconies,
awnings,
contrasting
building
is consistent
with the
create ansetback
attractive
street scene.
Development Regulations for a one story
Courtyards
from a minimum
of 10’
element, 10’vary
is required
for a 2-story.
between 1-story buildings.
An arbor at the entry to the green court
A
6’ parkway,
creates
a sense4’
ofsidewalk
entry. and 9 feet
building setback is consistent with the
Development Regulations for a one story
element, 10’ is required for a 2-story.

2
4
3

4

2

An arbor at the entry to the green court
creates a sense of entry.

2

2

2

1.
and
for

1 3
4

4
3
4

2 1 3
4

1.
and
for

1
3

3
2

1
3
LOCATION EXHIBIT

LOCATION EXHIBIT

Figure 6-33
COURTYARD GUIDELINES RES-M1
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GUIDELINES

Minimum Setbacks
Minimum
SetbackstotoSidewalks
Sidewalks

A
B
C
A

D

D

13 feet from sidewalk or back of right
of way on B street for 2-story, 10’ other
streets.
8 feet to a covered porch.
3 feet to a fence of max. 3’-0” tall if in
setback area.
6‘ wide parkway and curb and 4 foot
sidewalk.

WEST VALLEY
SPECIFIC PLAN
AMENDMENT
City of Colton, CA
EXHIBIT NAME

Res-Medium
(Res-M)
Patio Homes
Front Yard Setbacks

NOTES

B

1. Refer to Section 4.0 Development Regulations
and Section 6.0 Community Design Guidelines
for additional requirements.

D

CREDITS
Applicant:

City of Colton
A

B

C

Prepared By:

JHA Consulting, Inc.

C
LOCATION EXHIBIT

FIGURE 4-1A

Figure 6-34
PATIO HOMES GUIDELINES RES-M1
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6.8

Residential - Site Landscape, Wall and Fence
Guidelines

Each residential site shall be required to adhere to the minimum following guidelines
and standards in addition to those listed in Section 4.0, Development Regulations,
and other Sections of the CHCCSP.
Attached home development with public and common area landscaping:
1. Provide landscaping in all public and private common areas within the
project site or as otherwise required by the Development Services Director.
For private use areas enclosed by five feet (5’) to six feet (6’) high privacy
walls or separated by other similar architectural elements, no landscaping
is necessary to be provided by the builder or developer.
2. Select plant materials for common areas from the Landscape Palette
located in the Community Design Guidelines. Additional plant material
may be selected if approved by the Development Services Director or his
/ her designee.
3. Provide a minimum of fifteen percent (15%) of the total site for common
area landscaping. The fifteen percent (15%) is in addition to the landscape
area within parkways between sidewalks and streets and any private yard
areas enclosed by a wall exceeding a height of four feet (4’).
4. Select street trees for public rights-of-ways that are consistent with the
landscape sections and Community Design Guidelines provided herein.
Provide a minimum twenty-four inch (24”) box size for all street trees in
parkways between a sidewalk and curb shall. Street trees are not intended
to be included to satisfy the minimum twenty percent (20%) for the common areas.
5. In common areas, provide the following minimums : fifteen (15) gallon
minimum tree sizes, with twenty percent (20%) of all trees a minimum
of twenty-four inch (24”) box size and five percent (5%) of all trees a
minimum of (36”) box size.
6. All areas used for private patios may be screened with a five feet (5’) to
six feet (6’) high masonry wall material pursuant the Community Design
Guidelines. However, if less than eight feet (8’) occurs from a sidewalk to a
wall where there are fronts or sides of homes adjacent to a public or private
street, then the maximum wall height shall be three feet (3’). There shall
be no less than two feet (2’) of planting area depth from the face of any
wall of any height to a sidewalk or other paved surface, in order to allow
for plant materials such as vines and hedges to be planted.
7. No wood fences are permitted within the CHCCSP project area, except
for use as access gates in residential areas. Other walls or fences, such as
those manufactured with composite materials shall be subject to approval
by the Development Services Director or his / her designee. Refer also
to Section 4.0, Development Regulations, for additional wall and fence
requirements within each land use category.
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Residential Privacy Walls and Fences
Where walls or fences occur for privacy between homes, along alleys adjacent to
the open space areas, or on corner lots, provide a masonry or vinyl material that
complements the building architecture. This includes slumpstone, split face block,
stucco finished masonry walls, and vinyl fences. On masonry walls, provide a
minimum three inch (3”) high masonry caps. Refer also to Section 4.0, Development Regulations, for additional wall and fence requirements within each land
use category.
For common refuse enclosures, they shall provide a separate gate for recycled
material with a sign similar to the example that follows.

6.9
6.9.1

Community Entry Monuments, Walls and
Fences
Entry Monument Guidelines

Community entry monuments are planned at several key locations as part of
establishing an overall community identity. The design intent is to create a consistent theme and vocabulary of materials for all residential and commercial /
business park areas. The Colton’s Hub City Centre community name and / or logo
is included on each monument. The name is subject to change in the future at the
discretion of the City Council. Refer to Figure 6-35, Community Wall and Entry
Monument Plan for locations of each of the monuments. Sketches and elevations
of the monuments are referenced below.
Valley Boulevard and Pepper Avenue
The primary entry into the community occurs from the I-10 Freeway at Pepper
Avenue. In order to create a dramatic entry statement and sense of arrival for the
entire Specific Plan area, a combination fountain and monument is planned at
the northwest corner of Valley Boulevard and Pepper Avenue. A rendering of the
concept is shown in Figure 6-36.
Wildrose and Meridian Avenues at Valley Boulevard
Monuments shown in Figure 6-37 are located at these two key entry areas into
Commercial / Business areas.
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